
BLIND PANELS

MAIN FEATURES

• 1.2 mm cold-rolled Steel.

STANDARDS COMPLIANCE 

Aiten Data accessories are under standards:
ANSI/EIA RS-310-D; IEC297-2; DIN 41494; PART1; DIN 41494; PART7; ETSI; CE; ROSH; 
ISO9001.

ACCESSORIES

To expand, complete or improve the installation, 
Aiten Data also has all the necessary accessories 

for its electronic, computer or

telecommunications equipment, whether basic 
systems or complex data centers.

19 ” Blind panels hide unused spaces in cabinets or racks. The blind panel beautifies the mounting of 
the servers allowing to create an orderly and professional appearance thanks to the coverage of 
unused spaces, and it improves the cooling of the equipment.

P/N EAN WIDTH DEPTH HEIGHT WEIGHT
PACKAGING

WIDTH DEPTH HEIGHT WEIGHT VOLUMN M3

20.11.19-1 6940533544500 480 10 1U 0,264 490 50 15 0,287 0,0003

20.11.19-2 6940533544517 480 10 2U 0,426 490 95 15 0,446 0,0006

20.11.19-3 6940533544524 480 10 3U 0,591 490 140 15 0,642 0,0010

20.11.19-4 6940533544531 480 10 4U 0,769 490 180 15 0,823 0,0013
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