
2 CABLES TRY TO MINI SAS SFF-8087 TO SFF8087

ACCESSORIES

To expand, complete or improve the 
installation, Aiten Data also has all the 
necessary accessories for its electronic, 
computer or telecommunications equipment, 
whether basic systems or complex data centers

MAIN FEATURES

• 2 Mini SAS SFF-8087 to SFF-8087 Cables.
• Covered with mesh to protect its interior.
• Total lenth 755 mm ± 20 mm / Cable length 700 mm ± 20 mm 
• 6 Gbps bandwidth.

Pack of 2 cables 70 cm Mini SAS SFF-8087 to SFF-8087, designed for networks, servers, workstations 
or high performance desktops. Its interface with a bandwidth of 6Gbps, is compatible with previous 
versions of SATA, allowing to combine SAS drives of lower capacity and higher speed with SATA 
drives of higher capacity and lower speed Its connectors have positive and passive closure making it 
remain perfectly coupled to the devices.

P/N EAN INTERFACE LENGHT WEIGHT

PACKAGING

MATERIAL COLOUR FORMAT

AI80,8087,75 6974560220106 SFF8087 to SFF8087 755 mm ± 20 mm (Total)

700mm ± 20 mm (Cable)

0,076 Plastic Transparent Bulk

STANDARDS COMPLIANCE

Aiten Data accessories are under standards: ANSI / EIA RS-310-D; IEC297-2; DIN 41494; PART1; DIN 
41494; PART7; ETSI; EC; ROSH; ISO 9001.
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